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Intelligent Drive & Control

SHENZHEN HENGDRIVE TECHNOLOGIES CO., LTD.

B5650M

Output Power : 30W~150W

Weight : 450g (Approx.)

Brushless DC Motor-Typical Application

With External Auto Grade Driving Controller

Specialized for Car Seat Long Slider

Voltage(V) No Load Rated Load Stall
Model Operating Rated Speed Current | Torque Speed Current | Output Torque Current
Range (rpm) (A) (Nm) (rpm) (A) P. (W) (Nm) (A)
B5650M-S01 9~16 12 6300 1.03 0.09 5200 438 47 0.51 20

Characteristic: High efficiency , Signal function available, Thermal protection, High current protection, Stepless speed regulation, CW & CCW,
Low noise, Low EMI, Long life 30000hrs

Notice: Data in this typical specification sheet are for other certain customer. Voltage, rated torque, speed, current, power and shaft extension
feature & dimension can be changed to meet customer specific requirement.
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Usable machine screw length 6.0mm max from motor mounting surface

Performance Curve :

7000 100 400 ] 100.0
% 1 90.0
350
6000 |
80 800
300
5000 0 700
E / w0 2 3
& / 60 T 31 s00 §
o 4000 5 2 =
3 Z = :
2 £ 3., 2
@ 50 200 | B 500
3000 J’ 7 I
i @ 400
;v \ 15.0
] 0 300
2000
| \
| \ 100
i @ 200
1000 {4 ¥
o 50
100
T
P
0 0
100 200 0 400 300 wo 00 00

Torque (m-Nm)

Unit: Millimeter

Address: Building A & F, Funing Hi-Tech Park, Xintian Road, Fuhai, BaoAn District, Shenzhen, Guangdong Province, China
Tel: 86-755-29169191,29169292 Fax: 86-755-29169007 Email:sales@hengdrive.com
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